FLEXIBLE

0fe

SHEET
-

RISER RINGS AS GRADE REQUIRES
(6.00" & 12.00" LENGTHS)

SECTIONS SHALL CONFORMN TO
A.S.RM. DES C 76~37

CLASS Il PIPE FOR THE
DIANETERS AS SHOWN

EXTRUDED : E
FLEXIBLE JONT o g
JOINT FLEXBLE SEALANT e e
SEALANT SEALANT FLEXIBLE &
S, JOINT L.
OPEN CLOSED SEALANT CLOSED
JOINT JOINT SOINT JOINT
JOINT DETAILS SECTION €=C
N.T.S. N.T.S.
MANHOLE RING & MANHOLE RING &
N COVER {Xv-0Bb) A /7 COVER (Xv—08b)
r 6.00" 6.00"

. h SEAL ARCUND . I SEAL ARQUND
24 MAX. MANHOLE RING 24" MAX, MANHOLE RING
6.00" MIN. oboi 8.00" MIN. —Soloo—]

y RISER RINGS AS GRADE REQUIRES 3
1 (6.00" & 12.00" LENGTHS)
. MANHO MANHOL
36.00 o SECTIONS SHALL CONFORM TO " !
STERS A.SRM. DES C 76-37 36.00 STEPS
I XTRUDED FLEX! CLASS ii PIPE FOR THE I XTRUDER FLEX
- [ JOINT SEALANT, | ) DIAMETERS AS SHOWN - INT SEALANT } A
(j} — — 5" MIN.
I
VARIES _i R D VARIES i J
L o S . C C
=—4' OR {5 DIA.—= -——q’ OR 15 DIA -~
|, AS REQUIRED 3 = i 1 AS REQURED
i = vAiEs I mm—
VARIES — t —
6" MIN, - 6 MIN. =
g — — A

N.T.S.

N.T.S,

PRECAST CONCRETE MANHOLE

{SHOWN W/DROP INLET)
FILE: KANAR-STODETALS. dwg




NOTES:
VALVE BOXES & MANHOLES BEHIND
TOP BACK OF CURB SHALL BE SET

SHEET
Ve
08b

LEVEL WTH FINAL GRADE WITHOUT
CONCRETE.

ADJUST VALVE BOXES & MANHOLES TO
GRADE AFTER PAVING I3 COMPLETED.

CUT QUT TOP 8", SET COVER TO GRADE

& BACKFILL W/CONCRETE. ASPHALY
SHALL BE CUT IN STRAIGHT UNIFCRM LINES.

N.T.S.
#4 REBAR (TYP)
FINISHED PAVEMENT

GRADE

COMPACT SUBGRADE TO
95% MIN, DRY DENSITY

_CROSS SECTION 44 REBAR (TYP)

FINISHED PAVEMENT GRADE \

COMPACT SUBGRADE TO
95% MIN. DRY DENSITY

HEAVY DUTY, 400 LB, MINIMUM, MANHOLE RING & COVER

MANHOLE RING & VER
N.T.S.
FILE: KANAR—STOOETALS dug
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